
 
 
Basis of Bearings and Coordinates 
 

Linear unit:  

Geodetic datum:         Epoch: 

Vertical datum:   

Coordinate System:   
  
 
Feature Description:  
 


	topmostSubform[0]: 
	Page1[0]: 
	TextField2[0]: TGO using Toolik Field Station permanent base station (NetRS)68°37'11.68623"N149°17'03.63840"W974.767m (HAE)GAL_Adjustment_report.pdf
	TextField2[1]:  Andrew Balser
	TextField2[2]:  n/a
	TextField2[3]: Set and levelled antenna on benchmark using spikemount (13cm antenna height)
	TextField2[4]: partly cloudy with minimal breeze, 5/4/07 22:00UTC - 5/5/07 01:00UTC
	DropDownList1[0]: [ Zephyr Geodetic]
	DropDownList1[1]: []
	DropDownList1[2]: [ Trimble 5700 - Mobile Base]
	TextField2[5]: Andrew Balser
	TextField2[6]: Andrew Balser
	TextField2[7]: tool200705042200d.dat ->0000
	TextField2[8]: GAL.dat
	TextField1[0]: GAL - NGS Benchmark on gravel knob ~1km east of Alaska DOT MS117Brass cap.  Mounted flush with ground
	DropDownList5[0]: [ Geographic (Lat/Long)]
	DropDownList4[0]: [ NAVD88]
	DropDownList2[0]: [ WGS84 (G1150-ITRF00)]
	DropDownList3[0]: [ 1997.0]
	DropDownList1[3]: [ Meters]
	TextField2[9]:   30 seconds
	TextField2[10]:  0.0 deg
	TextField2[11]:  n/a
	DropDownList1[4]: [ Trimble Geomatics Office ]
	TextField3[0]: version 1.63




